1410 Nosth Hifton » Bolse, idaho 83706-1255 » (208) 573-0502 Dirk Kempthome, Govemor
C. Stephan Alired, Director

December 17, 2002

Certified Mail No. 7000 1670 0013 9128 8714

Gary Pooi, Piant Manager

The Amaigamated Sugar Co. LLC
P.C. Box 127

Twin Falls, 1D 83303-0127

RE:  AIRS Facility No. 083-00001, The Amalgamated Sugar Co. LLC (TASCQO), Twin Falis
Final Tier | Operating Permit

Dear Mr. Pool: )

The Department of Environmentat Quality (Department) is issuing Tier | Operating Permit No. 083-
00001 to TASCO's facifity in Twin Falls, in accordance with IDAPA 58.01.01.300 - 386. The enclosed
permit is effective immediately and is based on the information contained in your permit application,
received May 31, 1695,

Steve VanZandt of the Twin Falis Regional Office will contact you regarding a meeting to discuss the
permit terms and requirements. The Depariment recommends the foliowing representatives attend
this meeting: your facility’s piant manager, responsibie official, environmental contact, and any
operations staff responsible for day-to-day compliance with permit conditions.

Pursuant to IDAPA 58.01.23, you, as well as any other entity, may have the right {0 appeal this final

. agency action within 35 days of the date of the decision. However, prior to filing a petition for a
contested case, the Depariment encourages you to contact Bill Rogers at (208) 373-0502 or
wrogers@deq.state.id.us to discuss any questions or concerns you may have with the enclosed
permit,

Sincere

KK/epr  Project No. T1-9505-063-1  GMIr Quatity\Stationary Source\SS LIdT1\TASCO TwinFinal\T1-9508-063-1 Final Pl..doc

Enclosures

co: Sherry Davis, Air Quality Division
Steve VanZandt, twin Falls Regional Office
Laurie Kraf, EPA Region 10



PERMIT NO.: 083-00001

Alr Quality
AQCR: 063 CLASS: A

TIER | OPERATING PERMIT
Sic: 2083 ZONE: 12

State of idaho :
Department of Environmental Quality | UTM COORDINATE (km): 710.0, 4721.0

PERMITTEE
The Amalgamated Sugar Company, LLC - Twin Falis F&cto;y
PROJECT
Tier { operating permit
. MAILING ADDRESS CIrY STATE Zip
PO Box 127 b TwinFalls ' ' 18} 83303-0127
FACILITY CONTACT TITLE TELEPHONE -
Gary Pool . Piant Manager (208) 7734104
RESPONSIBLE OFFICIAL TITLE TELEPHONE
Gary Pool Piant Manager (208) 7734104
EXACT PLANT LOCATION : COUNTY
2320 Qrchard Drive, Twin Falls, ldaho Twin Falls
GENERAL NATURE OF BUSINESS & KINDS OF PRODUCTS
Beet-sugar manufacturing
PERMIT AUTHORITY

This Tier | operating permit is issued pursuant to Idaho Code §39-115 and the Ruies for the Control of Air
Poliution in Idaho, IDAPA 58.01.01.300 - 386, The permiitee shail comply with the terms and conditions of

this permit.

“This perinit incorporates all applicable terms and conditions of prior air quality permits issued by the
Department of Environmentai Quality for the permitted source, uniess the permitiee emits toxic poliviants
subject to state-only requirements pursuant to IDAPA 58.01.01.210, and the permittee elects not to
incorporate those terms and conditions into this operating permit.

The effective date of this permil is the date of signature by the Department on the cover page.
L /A

% DATE ISSUED: December 17, 2002
KATHERINE/B. KELLY, ADMINISTRATOR, AIR QUALITY DIVISION

DEPARTMENT OF ERVIRONMBENTAL QUALITY DATE EXPIRES: December 17, 2005

SOKKMk  Project No. T1-8505-063-1  G:\Alr Quality\Stationary Source\SS LIGT NTASCO Twm\rmamsomt Final Permitdoc
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LIST OF ACRONYMS, UNITS, AND CHEMICAL NOMENCLATURE

AQCR
ASTM
Btufth
CAA
Ca0
CFR
cOQ
CO,
Department
dscf
EPA
gpm
oF
gridscf
IDAPA

km
th/dscf
ieield
iD/MMBLY
MMBtu/hr
NOy
NSPS
O,
O&M
ppMm
PM
PMy
PTC
PW
SiIC
SiP
80,
TASCO
Thyr
Us.C.
UTM
VOGO

Air Quality Control Region
American Society of Testing and Materials
British thermal units per pound

Clean Air Act

calcium oxide

Code of Federal Regulations

carbon monoxide

carbon dioxide

Depariment of Environmental Quality

dry standard cubic foot

U.8. Environmental Protection Agency .
gallons per minute

grain {t Ib = 7,000 grains)

grains per dry standard cubic foot

a numbering designation for all administrative rules in idaho promulgated in accordance with the

~ idaho Administrative Procedures Act

kilometer
pounds per dry standard cubic foot
pounds per hour

pounds per million British thermal unifs
million British thermal units per hour
nitrogen oxides

New Source Performance Standards
oxygen

operation and maintenance

parts per million

particulate matter

particulate matter with an aerodynamic diameter less than or equal to & nominal 10 micrometers
permit to construct

process weight

Standard industrial Classification
State Implementation Plan

sulfur dioxide

The Amalgamated Sugar Company
tons per year (1T = 2,000 b)

United States Code

Universal Transverse Mercator

volatile organic compound
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Permittee:

| Location:
| The permitiee is hereby alfowed to operate the equipment described herein subje

1.

~ AIR QUALITY TIER | OPERATING PERMIT NUMBER: 083-00001

The Amalgamated Sugar Company, LLC

Twin Fails, ldaho

FACILITY-WIDE CONDITIONS

Date issued:
Date Expires:

December 17, 2002
December 17, 2005
ject to aff terms and conditions of the permit,

The following table contains a summary of requirements'that apply generally 1o emissions units at the facility,

Table 1.1 APPLICABLE REQUIREMENTS SUMMARY

Appiicable Monitoring and
C ':iri?:itns Parameter Sta:::r::!nstt?:'ﬁa Requirement keeping
© Ty Reference Requirements
Fugitive
1.1 emissions Reasonabie control IDAPA 58.01.01.851 12,13, 14, 1.1
1.5 Odor Reasonable control 1DAPA 58.01.01.775-716 1.6, 1.11
Visibie 20% opacity for no more than three
1.7 emissions minutes in any 80-minute period IDAPA 58.01.01.625 1.8,1.11
Excess Compliance with IDAPA 58,01.01,130-
1.9 | emiseons 36 | IDAPA 58.01.01.130-136 | 1.9-1.9.5, 1.11
1.12 Open buming | SoaPliance vl IOAPA 56.01.01.600- IDAPA 58.01.01.600-616 | 1.11
: Renopvation Compiiance with 40 CFR 61,
1.13 or demolition | Subpart M 40 CFR 81, Subpart M 1.11
_ Chemical
1.14 accidental Compliance with 40 CFR 68 40 CFR 68 1.9
release
115 | ArQually | epa reference test methods IDAPA 58,01.01.157 1.11,1.20
Fuei-burning . .
1.18,1.47 equipment Grain-loading IDAPA 58.01.01.676.677 1.11
ASTM grade No. 1 fuel oil -
1.3% by weight or less;
1.18 Fuei sulfur ASTM grade No. 2 fuel ofl - IDAPA 58.01.01.728 1181, 1.1
content imit 1 0.5% by weight or less .
118 Any coal - 1% by weight or less IDAPA 58.01.01.729 1.18.1, 1.11
Criteria air
1.20 poliutants, Compliance festing IDAPA 58.01.01.457 1.11, 1.15
opacity
Fugitive Emissions
1.1 All reasonabie precautions shall be taken 1o prevent PM from becoming airborne in accordance with IDAPA
58.01.01.650-681.
[IDAPA 58.01.01.650-651, 5/1/94}
1.2 The permittee shall monitor and maintain records of the frequency and method(s) used {i.e., water, chemical
emissions suppressants, etc.) to reasonably control fugitive emissions.
[IDAPA 58.01.01.322.086, 07, 5/1/94)
1.3 The permitiee shall maintain records of ali fugitive emissions complaints received. The permittee shall take

appropriate corrective action as expeditiously as practicable after receipt of a valid complaint. The records
shall include, at a minimum, the date each complaint was received and & description of the foliowing: the

complaint, the permitlee’s assessment of the validity of the complaint, any corrective action taken, and the
date the corrective action was taken.

[IDAPA 58.01.01.322.06, 07, 5/1/84]
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Permittee; The Amalgamated Sugar Company, L1L.C Date Issued: December 17, 2002
Location: Twin Falls, Idaho Date Expires: December 17, 2005

| The permilice
1.4 The permitiee shall conduct a monthly facility-wide inspection of potential sources of fugitive emissions,
during daylight hours and under normal operating conditions, 1o ensure that the methods used to reasonably
control fugitive emissions are effective. If fugitive emissions are not being reasonably controlied, the permitiee
shall {ake corrective action as expeditiously as practicable. The permittee shall maintain records of the resuits
of each monthly fugitive emissions inspection. The records shall include, at a minimum, the date of each
inspection and a description of the following: the permittee’s assessment of the conditions existing at the time
fugitive emissions are present {if observed), any corrective action taken in response to the fugitive emissions, .-

and the date the comrective action was taken, *
[IDAPA 58.01.01.322.06, 07, 5/1/94; IDAPA 58.01.01.322.08, 4/5/00]

Odors

1.5 No person shall allow, suffer, cause or permit the emission of odorous gases, liquids, or solids to the
atmosghere in such guantities as to cause air poliution,

[IDAPA 58.01.01.775-776, 5/1/94]

18  The permittee shall maintain records of all odor complaints received. if the complaint has merit, the permitiee
shail take appropriate corrective action as expeditiously as practicable. The records shall inciude, at a
minimum, the date each complaint was received and a description of the following: the complaint, the
permittee’s assessment of the validity of the complaint, any corrective action taken, and the date the

corrective action was taken.
{IDAPA 58.01.01.322.06, 07 (state-only), 5/1/94]

Visible Emissions

1.7 No person shall discharge any air pollutant to the atmosphere from any point of emission for a period or
periods aggregating more than three minutes in any 60-minute period which is greater than 20% opacity as
determined by procedures contained in IDAPA 58.01.01.625. These provisions shall not apply when the
presence of uncombined water, nitrogen oxides, and/or chiorine gases is the only reason for the failure of the

emission to comply with the requirements of this section.
[IDAPA 58.01.01.625, 4/5/00}

1.8 In addition to the specific requirements in Permit Conditions 2.26, 2.41, 3.9, and 5.6, the permittee shall
conduct a monthly facility-wide inspection of all potential sources of visible emissions during daylight hours
and under normal operating conditions. The visible emissions inspection shall consist of a see/no see
evaluation for each potential source. If any visible emissions are present from any point of emission, the
permittee shall either take appropriate corrective action as expeditiously as practicable, or perform a Method
9 opacity test in accordance with the procedures outlined in IDAPA 58.01.01.625. A minimum of 30
observations shall be recorded when conducting the opacity test. if opacity is greater than 20% for a period or
periods aggregating more than three minutes in any 60-minute period, the permittee shall take alf necessary
corrective actions and report the exceedance in its annual compliance certification and in accordance with
IDAPA 68.01.01.130-136. The permittee shall maintain records of the results of each monthly visible
emissions inspection and each opacity test when conducted. The records shall include, at a minimum, the
date and results of each inspection and test and a description of the following: the permittee’s assessment of
the conditions existing at the time visible emissions are present (if observed), any corrective action taken in

response to the visible emissions, and the date corrective action was taken.
[IDAPA 58.01.01.322.08, 07 (state-only), 5/1/94)
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| Permittee:  The Amaigamated Sugar Company, LLG Date Issued: December 17, 2002

| Location: Twin Falis, idaho Date Expires: December 17, 2005
| The permitiee is hereb alfowed fo operale the equipment described herein subject to all terms and conditions of the permit

Excess Emissions

| 1 #9 In addition to the specrf ic requaremems an Permtt Condmon 26,213, and 2.14 the petmatiee shaii compiy wlth
the procedures and requirements of IDAPA 58.01.01.130-136 for excess emissions. The provisions of IDAPA
58.01.01.130-138 shali govemn in the event of conflicts hetween Permit Condition 1.9 and the regulations of

IDAPA 58.01.01.130-136.

1.9.1 The person responsible for or in charge of a facility during an excess emissions event shall, with all
practicable speed, initiate and complete appropriate and reasonable action to correct the conditions causing
the excess emissions events, o reduce the frequency of occurrence of such events, and to minimize the
amount by which the emission standard is exceeded. In addition, this person shall, as provided below or upon
request of the Department, submit a full report of such occurrence including a statement of all known causes

and of the scheduling and nature of the actions to be taken.
.. .- . HDAPA 58.01.01.132, 4/5/00]

1.9.2 inall cases where startup, shutdown, or scheduled maintenance of any equipment or emissions unit is
expected to result or resulls in an excess emissions event, the owner or operator of the facility or emissions
unit generating the excess emissions shall demonstrate compliance with IDAPA §8.01,01.133.01(a) through

{d), including, but not limited to:
[IDAPA 58.01.01.133, 4/5/00]

= Prohibiting any scheduied starlup, shutdown, or maintenance resulting in excess emissions during any
period in which an Atmospheric Stagnation Advisory andfor a Wood Stove Curtailment Advisory has been

declared by the Department.
[IDAPA 58,01.01.133.01.a, 3/20/871

« Notifying the Department of an excess emissions event as soon as reasonably possibie, but no later than
two hours prior 10 the start of the excess emissions event unless the owner or operator demonstrates to

* the Department's satisfaction that a shorter advanced notice was necessary,
[IDAPA 58.01.01.133.01.b, 4/5/00]

e Reporiing and recording the information required pursuant to Permit Conditions 1.8.4 and 1.9.5 and
IDAPA 58.01.01.135 and 136 for each excess emissions event due to startup, shutdown, or scheduled

rmaintenance,
[IDAPA 58.01.01.133.01.¢, 3/20/97)

1.8.3 inall cases where upset or breakdown of equipment or an emissions unit, or the initiation of safety measures,
results or may result in an excess emissions event, the owner or operator of the facility or emissions unit
generating the excess emissions shall demonstrate compliance with IDAPAS8.01.01.134.01(a) and (b) and

the following:
[IDAPA 58.01.01.134, 4/5/00})

1.9.3.1 For all equipment or emissions units from which excess emissions result during upset or breakdown
conditions, or for other situations that may necessitate the implementation of safety measures that cause

excess emissions, the facility owner or operator shall comply with the foliowing:
[IDAPA 58.01.01.134.02, 4/5/00)

Page 6 of 63



The Amaigamated Sugar Company, LL.C Date Issued: December 17, 2002
Twin Falis, ldaho Date Expires: December 17, 2605
ject to all terms and condftions of the permi.

+ The owner or operator shall immediately undertake zll appropriate measures 1o reduce and, 1o the extent
- possible, eliminate excess emissions resulting from the event and o minimize the impact of such excess

emissions on the ambient air quality and public health,
[IDAPA 58.01.01.134.02.a, 4/5/00]

+ The owner or operator shall notify the Department of any upset, breakdown, or safety event that results in
.. excess emissions. Such.nptification shall identify the time, specific location, equipmernt or emissions unit
invoived, and {to the extent known) the cause(s) of the occurrence, The notification shall be given as
soon as reasonably possible, but no later than 24 hours after the event, unless the owner or operator

demonstrates to the Department’s satisfaction that the longer reporting period was necessary,
[IDAPA 58.01.01.134.02.b, 4/5/00]

« The owner or operator shall report and record the information required pursuant to Permit Conditions
1.8.4 and 1.9.5 and IDAPA 58.01.01.135 and 136 for each excess emissicns event caused by an upset,

 breakdown, or safety measure. \
[IDAPA 58.01.01.134.02.¢, 3/120/97)]

1.9.3.2 During any period of excess emissions caused by upset, breakdown, or operation under facility safety
measures, the Department may require the owner or operator to immediately reduce or cease operation of
the equipment or emissicns unit causing the excess emissions until such time as the condition causing the
excess emissions has been corrected or brought under control. Such action by the Department shail be taken
upon consideration of the factors listed in IDAPA 58.01.01,134.03 and after consultation with the facility

owner or operator.
: [IDAPA 58.01.01.134.03, 4/5/00)

1.84 The owner or operator shall submit a written report for each excess emissions event to the Depariment no
later than 15 days after the beginning of such an event. Each report shall contain the information specified in

IDAPA £8.01.01.135.02,
[IDAPA 58.01.01.135.01, 02, 3/20/87; iDAPA 58.01.01.135.03, 4/5/00)

1.9.5 The owner or operator shall maintain excess emissions records at the facility for the most recent five-
calendar-year period. The excess emissions records shall be made available to the Department upon
request, The excess emnissions records shall include the information required by IDAPA 58.01.01.136.03(a)

and {b), as summarized in the following: _
[IDAPA 58.01.01.136.01, 02, 3/20/97; IDAPA 58.01.01.136.03, 4/5/00]

* An excess emissions record book for each emissions unit or piece of equipmerﬁ containing copies of all
reports that have been submitted to the Department pursuant to IDAPA 58.01.01.135 for the particular

emissions unit or equipment; and
[DAPA 58.01.01.136.03.a, 4/5/00}

+ Copies of all startup, shutdown, and scheduled maintenance procedures and upset, breakdown, or safety
preventative maintenance plans that have been developed by the owner or operator in accordance with
IDAPA 58.01.01.133 and 134, and facility records as necessary to demonstrate compliance with such

procedures and pians.
[IDAPA 58.01.01.136.03.b, 3/20/97)
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" “AIR QUALITY TIER | OPERATING PERMIT NUMBER: 083-00001

| Permittee: The Amalgamated Sugar Company, 1L1.C Date lssued:  ~  December 17, 2002
| Location: Twin Falls, idaho Date Expires: December 17, 2005
equipment described herein subject to all terms and conditions of the permit.

Reports and Certifications

1.10 Al periodic reports and certifications required by this permit shall be submitted to the Department within 45
days of the end of each specified reporting period. Excess emissions reports and notifications shall be
submitted in accordance with IDAPA 58.01.01.130-136. The annual reporting period for the permitiee starts
on September 1 of each year and ends on August 31 of the next calendar year. The semiannual reporting

- .periods for the permittee will be September 1 through February 28 (or 29 in a leap year) and March 1 through
August 31. Reporis, centifications, and notifications shall be submitted to the following addvessT

Air Quality Permit Compliance
Department of Environmental Quality
Twin Falis Regional Office

601 Pole Line Rd., Suite 2

Twin Falls, iD 83301

Phone: (208) 736-2180

Fax: .(208)736-2194

The periodic compliance certification required by General Provision 13.21 shall aiso be submitted within 45
days of the end of the specified reporting period to the following address:

EPA Region 10
Air Gperating Permits, OAQ-107
1200 Sixth Ave.

Seattle, WA 98101
[IDAPA 58.01.01.322.08, 11, 5/1/94)

Monitoring and Recordkeeping

1.41  The permitiee shali maintain sufficient recordkeeping to assure compliance with all of the terms and
conditions of this operating permit. Recording of monitoring information shall inciude, but not be imited to:
{a) the date(s), place(s), and times of sampling or measurements; (b) the date(s) analyses were performed;

- {c) the company or entity that performed the analyses; {d) the analytical techniques or methods used; (e) the
resuits of such analyses; and (f) the operating conditions existing at the time of sampling or measurement. All
monitoring records and support information shail be retained for a period of at least five years from the date of
the monitoring sample, measurement, report, or application, Support information shall include, but not be
limited to, all calibration and maintenance records, all original strip-chart recordings for continuous monttoring
instrumentation, and copies of all reports required by this permit. All records required to be maintained by this
permit shall be made available to Department representatives upon request in either hard copy or electronic

format.
[IDAPA 58.01.01.322.07, 5/1/94}

Open Burning
1.12  The faciiity shall comply with the requirements of IDAPA 58.01.01.600-6186, Rules for Controi of Open

Burning. . _
[IDAPA 58.01.01.600-616, 5/1/94}
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 083-00001
December 17, 2002

i Permittee: The Amaigamated Sugar Company, LLC Date Issued:
i Twin Falls, idaho Date Expiras: December 17, 2005

The permittee is hereby allowed to operate the equipment described herein subject to all terms and conditions of the permil.

Renovation and Demolition

1.13  The permittee shall comply with all applicable portions of 40 CFR 61, Subpart M when conducting any
renovation or demolition activities at the facility.
[40 CFR 61, Subpart M]

H

Regu!ated Substance for Accidental Release Prevention

1.14  An owner or operator of a stationary source that has more than a threshoid quantity of a regulated substance
in & process, as determined under 40 CFR 68.115, shall comply with the requirements of the Chemical
Accident Prevention Provisions of 40 CFR 68 no later than the latest of the following dates:

s = Three years after the date on which a regulated substance present above a threshold quantity is first
listed under 40 CFR 68.130.

« The date on which a regulated substance is first present above a threshoid quantity in a process.
[40 CFR 68.10 (a)]

Test Methods
1156 if tegst[ng is required, the permitiee shall use the test methods listed in Tabie 1.2 to measure the pollutant
emissions,
Table 1.2 EPA Reference Tost Methods
Pollutant Test Method* Special Conditions
PMyo 5;“&‘::?220? °
PM EPA Method 5
NOx EPA Method 7
SOz EPA Method 6
o EPA Method 10
vOC EPA Method 25
Cpocty | Epamemess e e T T azs wa etoa

*or a Department-spproved afternative in accordance with iIDAPA 58.01.01.157
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 083-00001
Pecernber 17, 2002

The Amaigamated Sugar Company, LLC Date Issued:
Twin Falls, igaho Date Expires: December 17, 2005

The permiltee is hereby allowed to operate the equipment described herein subject fo all terms and condftions of the permit.

' Location:

FuehBurmng Equipment

1.16  No person shall not discharge to the atmosphere from any fuel-buming equipment with a maximum rated
input of 10 MMBtu/hr or more, and commencing operation on or after October 1, 1979, PM in excess of the

concentrations shown in the following table;

Table 1.3 FUEL-BURNING EQUIPMENT GRAIN-LOADING STANDARDS FOR NEW SOURCES

- - Typu - thag;d':a::;cmm M S—— Oxygen
Gas 018 3%
Liquid 050 3%
Coat 0560 8%
Wood Product _ . .oBe | . 8%

The effluent gas volume shall be corrected to the oxygen concentration shown,
[IDAPA 58.01.01.676, 5/1/94}

1.17 A person shall not discharge to the atmosphere from any fuel-burning equipment in operation prior to
October 1, 1979, or with a maximum rated input of less than 10 MMBtu/hr, PM in excess of the

concentrations shown in the following {abie:

Table 1.4 FUEL.BURNING EQUIPMENT GRAIN.-LOADING STANDARDS FOR MINOR AND EXISTING SOURCES

Fuel Type Atiowa{;iram!:ac%!culato Oxygen
Gas 015 3%
Liguid 050 3%
Coal L1680 8%
Wood Product 200 8%

The effluent gas vo¥£;mé s!ié%i be”corrected to rhe okygéﬁ édnééntfation ShOWaI:I..A
[DAPA 58,01.01.677, 5/1/94]

Sulfur Content

1.18  No person shall sell, distribute, use, or make available for use any distiflate fuel oil containing more than the
following percentages of sulfur:

* ASTM Grade No. 1 fuel oil - 0.3% by weight

+ ASTM Grade No, 2 fuel oil - 0.5% by weight
[IDAPA 58.01.01.728, 5/1/94]

1.18.1 The permittee shali maintain documentation of the actual sulfur content in percent by weight for each
shipment of distillate fuel oil received. The documentation must identify the supplier of the fuel, the date of

fuel delivery, the grade of distillate fuel, and the sulfur content in percent by weight.
[OAPA 58.01.01.322.06, 07, 5/1/94]}
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 083-00001

The Amaigamated Sugar Company, LLC Date Issued: December 17, 2002

| Location: Twin Falls, Idaho Date Expires: December 17, 2005
L The permitiee s hereby allowed to operate the equipment described herein subject to el terms and conditions of the permit.__|

1.19  No person shall sell, d:stribute use, or make available for use any coal contaznmg greater than 1% sulfur by

weight.
[IDAPA 58.01.01.729, 5/1/94; Permit No. 13-1020-0001-00, 3/19/81)

1.19.1 The permittee shall maintain documentation of the actual sulfur content in percent by weight for each
shipment of coal received. The documentation miust identify the supplier of the coal, the date of delivery, and

“the coal sulfur content in percent by weight. _
"[IDAPA 58.01.01.322.06, 07, 5/1/94]

Compliance Testing

1.20 The permittee shall provide a notice of intent to test to the Depariment at least 15 days prior to the scheduled
test uniess a shorler ime period has been provided in a permit, order, or consent decree, or the permitiee
has prior Depariment approval. The Departiment may, at its option, have an observer present at any
emissions tests conducted on a source. The Depariment requests that such testing not be performed on

weekends orstate holidays.

All testing shall be conducted in accordance with the procedures in IDAPA 58.01.01.157. Without prior
Depantment approval, any aiternative testing is conducted solely at the permittee’s risk. If the permittee fails to
obtain prior written approval by the Department for any testing deviations, the Department may determine that
the testing does not satisty the testing requirements. Therefore, prior to conducting any compliance test, the
permiie s encourayed (o submil in writing to the Depariment, at least 30 days in advance, the foliowing for

approval:

* The type of test method to be used
+ Any extenuating or unusual circumstances regarding the proposed test
+ The proposed schedule for conducting and reporting the test

Within 30 days following the date on which a compliance test required by this permit is concluded, the

. -permittee shall submit to the Depariment a compliance test report for the respective test. The compliance test
report shall include all process operating data collected during the test period as well as the test resuits, raw
test data, and associated documentation, including any approved test protocol.

The proposed test date(s), test date rescheduling notice(s), compliance test report(s), and all other
correspondence shall be sent to the following address:

Air Quality Permit Compliance
Department of Environmental Quality
Twin Falls Regional Office

601 Pole Line Rd., Suite 2

Twin Falls, 1D 83301

Phone: (208} 736-2190

Fax: {208} 736-2194
[IDAPA 58.01.01.157, 11/13/98; IDAPA 58.01.01.322,06, 08.a, 09, 5/1/94}
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"~ AIR QUALITY TIER | OPERATING PERMIT NUMBER: 083-00001

Date Issued: December 17, 2002
Date Expims: December 17, 2005
ject to ail terms and conditions of the permit.____|

The Amalgamated Sugar Company, LLC
Twin Falls, idaho

‘ Permittee:

' Location:
The permitiee is hereby allowed to operate the equipment described herein subjec

2. EMISSIONS UNIT GROUP . 1: FOSTER WHEELER COAL-FIRED BOILER (S-B1)

- LT aem . B cniemer

Summary Description —

The following paragraph and Table 2.1 are a narrative description of the Foster Wheeler coal-fired boiler regulated in
this Tier | operating permit. These descriptions are for informational purposes only,

With a maximum opérational capacity of 220,008 pounds of steam per hour, the Foster Wheeler coal-fired boiler is
used to provide steam for process{es) and electricity generation.

Table 2.1 describes the devices used in controliing emissions from the Foster Wheeler coal-fired boiler.

Table 2.1 EMISSIONS UNITS AND EMISSIONS CONTROL DEVICES

?'S:::&ii t’;;"m Emission Control Device { -

P-B1

Emissions Unit{s) Process(es) -

Foster Wheeler coal-fired boler,

(S-B1) Baghouse {A -B1)

Fable 2.2 contains a summary of requirements that apply generally to the Foster Wheeler coal-fired boiler. Specific
permit requirements are jlisted below Table 2.2,

Table 2.2 APPLICABLE REQUIREMENTS SUMMARY

. Applicable Monltoring and
Permit Permit Limlt/
Parameater Requiremaent Recordkeeping
Conditions Standard Summary Reforonce Requirements
; 20% opacity except for
Xj:;?s?ons 27% or less for one six- 40 CFR 60.42(a)(2) 40 CFR 60.07
2.1 minute period per hour 40 CFR 60.08
40 CFR 60.11
PM 0.1 IbIMMBlu 40 CFR 60.42{a){1}; 40 CFR 60.13
40 CFR 60.42(z)(2); | A40CFR60.45.a
2.2 $0; 1.2 Ib/MMBtu Permit No. 13-1480- 40 CFR 60.45..1,2,3,4
0001-01 40 CER 60.45.0.1
40 CFR 60.4511,2,34.5
40 CFR 60.44{a}(3% 40 CFR 60.45.9.1,2,3
2.3 NOx 0.7 ib/MMBtu Permit No, 13-1480- 40 CFR 60.43.a,h,d
0001-01 {2.4 - 2.38}
IDAPA 58.01.01.677;
240 PM 0.100 gr/dscf at 8% O Permit No. 13-1020- | 2.4, 1.11
0001-00
Visible 20% opacity for no more IDAPA 58.01.01.625;
2.41 emissions than three minutes in any | Pesmit No. 13-1020- 1.8, 1.1
£0-minute period C001-00
Baghouse . iDAPA,
243 g:g;sure 1.0-10.0 inches of water 58.01.01.322.06-.07 2.44, 1,11
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Permities: The Amalgamated Sugar Company, LLC Date Issued: December 47, 2002

L.ocation:

Twin Falls, idaho Date Expires: December 17, 2005

New Source Performance Standards 40 CFR 60, Subpart D

2.1

- 2.2

2.3

24

25

On and after the date on which the performance test required to be conducted by 40 CFR 60.8 is completed,
no owner or operator subject to the provisions of 40 CFR 60, Subpart D shall cause {o be discharged to the
atmosphere from any affected facility any gases which:

LT T LT LT o [40 CFR 60.42(a)]

+ Contain PM in excess of 43 nanograms per joule {ng/J) heat input (0.10 Ib/MMBtu) derived from fossil fuel

or fossit fuel and wood residue.
[40 CFR 60.42(a)(1)]

s Exhibit greater than 20% opacity, except for one six-minute period per hour of not more than 27% opécity.
T . ST - © [40 CFR €0:32(a)(2)]

On and after the date on which the performance test required to be conducted by 40 CFR60.8 is comp%eted.
no owner or operator subject to the provisions of 40 CFR 60, Subpart D shall cause to be discharged to the
atmosphere from any affected facility any gases which contain sulfur dioxide in excess of 520 ng/J heat input

{1.2 Ib/IMMBt) derived from solid fossil fuel,
[40 CFR 60.43(2){(2); Permit No. 13-1480-0001-01, 3/19/81]

On and afier the date on which the performance test required to be conducted by 40 CFR 60.8 is compieted,
no owner or operator subject to the provisions of 40 CFR 60, Subpart D shall cause to be discharged to the
atmosphere from any affected facility any gases which contain nitrogen oxides, expressed as nitrogen
dioxide, in excess of 300 nanograms per joule heat input (0.70 Ib/MMBtu) derived from solid fossil fuel,

[40 CFR 60.44(a)(3); Permit No. 13-1480-0001-01, 3/19/81)

Each owner or operator shall install, calibrate, maintain, and operate continuous monitoring systems for
measuring the opacity of emissions, SO, emissions, NO, emissions, and either O, or CO, except as provided

in paragraph (b} of 40 CFR 60.45.
[40 CFR 60.45(a); _Pe{fnig‘ No, 13-1 {80-000‘_! 01, 3/15/81]

For performance evaluations under 40 CFR 60.13(c) and calibration checks under 40 CFR 60.13(d), the

following procedures shall be used:
[40 CFR 60.45(c)}

» Methods 6, 7, and 3B of Appendix A to 40 CFR 60, as applicable, shall be used for the performance
evaluations of SO; and NO, continuous monitoring systems. Acceptable alternative methods for Methods

6, 7, and 3B are listed in 40 CFR 60.46(d).
[40 CFR 60.45(c)(1)]

* As applicable, SO, or nitric oxide shall be used for preparing calibration gas mixtures under Performance

Specification 2 of Appendix B to 40 CFR 60.
[40 CFR 60.45(c)(2)]

* For affected facilities burning fossil fuel(s), the span value for a continuous monitoring system measuring
the opacity of emissions shall be 80, 90, or 100%. For a continuous monitoring system measuring SO, or
NO,, the span value shall be 1,500 ppm or 1,000 ppm, respectively.

[40 CFR 60.45(c}(3)}
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| Permittee:
Location:

(1)

(2)

- (3)

4

%)

()

AIR QUALITY TIER | OPERATING PERMIT NUMBER: 083-00001

The Amalgemated Sugar Company, LLC Date issued: December 17, 2002
Twin Fails, Idaho Date Expires; December 17, 2005

All span values computed under paragraph (c)(3) of 40 CFR 60.45 for burning combinations of fossi fuels
shall be rounded to the nearest 500 ppm.

For any continuous monitering system installed under 40 CFR 60.45(a), the foliowing conversion
procedures shall be used to convert the continuous monitoring data into units of the applicable standards

(nghJ, IbIMMBtu):
[40 CFR 60.45(e)]

When a continuous monitoring systemn for measuring O: is selected, measurements of the pollutant and
Oz concentrations shall each be consistently made on a wet or dry basis. Alternative procedures
approved by the Administrator shall be used when measurements are made on a wet basis. When
measurements are made on a dry basis, the following conversion procedure shall be used:

E=CF208/208:% 0, = = ...

Where: E, C, F, and percent O, are determined using: 40 CFR 80.45(f) of 40 CFR 60.45.
[40 CFR 60.45(e){1)]

The values used in the equation under 40 CFR 60.45(e)(1) and Permit Condition 2.6.1 are derived as
follows: .
[40 CFR 60.45(f)

£ = poliutant emnissions, ngld (Ib/MMB).
{40 CFR 60.45(f){(1)}

C = pollutant concentration, ng/dscm (lb/dscf), determined by multiplying the average concentration
{ppm) for each one-hour period by 4.15 x 104 M ng/dscm per ppm {2.59 x 10 -8 M ib/dscf per ppm),
where; M = polhitant molecular weight, g/g-mote (Ib/ib-mole). M=64.07 for sultur dioxide and 46.01 for

nitrogen oxides,
[40 CFR 60.45(f)(2))

- Percent O,, percent COz = O or CO; volume {(expressed as percent), determined with equipment

specified under 40 CFR 60.45(a).
[40 CFR 60.45(1)(3)]

F, F. = a factor representing a ratio of the volume of dry flue gases generated to the calorific value of
the fuel combusted (F), and a factor representing a ratio of the volume of carbon dioxide generated to
the calorific value of the fuel combusted (F.), respectively. Values of F and F are given as follows:

: [40 CFR 60.45(){4)}

For sub-biturminous and bituminous coal as classified according to ASTM D388-77 (incorporated by
reference~see 40 CFR 60.17), F=2.637 x 10“7_dscmié (9,820 dscH/MMBtu) and F.=0.486 x 107 scm

COM (1,810 scf CO/MMBtu).
[40 CFR 60.45(f)(4)(ii)]

The owner or operator may use the equation in 40 CFR 80.45(f)(5) to determine an F factor (dscm/J or
dscf/MMBLu) on a dry basis (if it is desired to caiculate F on a wet basis, consult the Administrator) or F¢
factor (scm CO./J, or scf CO/MMBIuU) on either basis in lieu of the F or F, factors specified in 40 CFR
60.45(f)}(5).
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27

28

2.81

The Amalgamated Sugar Company, LLC Date Issued: December 17, 2002

Twin Falls, ldaho Date Expires: December 17, 2005
 allowed fo operate the equipment described herein subje

Excess emission and monitoring system performance {MSP) reports shall be submitted to the Administrator
sermisnnually for each six-month period in the calendar year. All semiannual reperts shall be postmarked by
the 3Cth day following the end of each six-month period. Each excess emission and MSP report shall include
the information required in 40 CFR 80.7{c). Periods of excess emissions and monitoring systems downtime

that shall be reported are defined as follows: ,
[40 CFR £0.45(g); Permit No. 13-1480-0001-01, 3/19/81]

+ Excess emissions are defined as any six-minute period during which the average opacity of emissions
exceeds 20% opacity, except that one six-minute average per hour of up to 27% opacity need not be

reporied.
[40 CFR 60.45(g}{(1)]

s Sulfur dioxide excess emissions for affected facilities are defined as:

Any three-hour period during which the average emissions (arithmetic average of three contiguous one-
hour periods} of sulfur dioxide as measured by a continuous monitoring system exceed the applicable
standard under 40 CFR 60.43.

[40 CFR 60.45(g)(2)}

+ Nitrogen oxides excess emissions for affected facilities are defined as:

Excess enusswons tor otfecled facilities using continuous monitoring systems for measuring nitrogen
oxides are defined as any three-hour period during which the average emissions (arithmetic average of

three contiguous one-hour periods) exceed the applicable standards under40 CFR 60.44.
S [40 CFR 60.45(g}(3)}

In conducting the performance tests required in 40 CFR 60,8, the owner or operator shall use as reference
methods and procedures the test methods in Appendix A of 40 CFR 60 or other methods and procedures as
specified in 40 CFR 60.46, except as provided in 40 CFR 60.8(b). Acceptable alternative methods and

procedures are given in 40 CFR 60.46(d).
{40 CFR 60.46(a)]

The owner or operator shall determine compliance with the PM, $0,, and NO, standards in 40 CFR 60.42,
60.43, and 60.44 as follows:
[40 CFR 60.46(b)]

The emission rate (E) of PM, SO,, or NO, shall be computed for each run using the following equation:

E = CFq4 (20.9)/(20.9-% 0,)

E = emission rate of poliutant, ng/J (Ib/MMBtu)
C = concentration of pollutant, ng/dscm (ib/dscf)
%0, = O, concentration, percent dry basis

Fg = factor as determined from Method 19
[40 CFR 60.46{b){1)]
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T - " AIR QUALITY TIER | OPERATING PERMIT NUMBER: 083-00001

Permittee: The Amalgamated Sugar Company, LLC " Date Issued: December 17, 2002
Location ~ Twin Falls, Idaho Date Expires: December 17, 2005

2.8.2

283

2,84

2.8.5

ject to all terms and conditions of the permit

Method 5 shall be used to determine the particular matter concentration {C) at affected facilities without wet

flue-gas-desulfurization systems.
. [40 CFR 60.46{(b)}{2)]

+ The sampling time and sample volume for each run shall be at least 60 minutes and 0.85 dsem (30 dscf).
The probe and filter holder heating systems in the sampling train may be set o provide a gas temperature

no greater than 160 114 °C (320+25°F),
[40 CFR 60.46(b)}(2)i)]

+ The emission rate correction factor {integrated or grab sampling) and analysis procedure of Method 38 in
Appendix A of 40 CFR 60 shall be used o determine the O, concentration (%0;). The Q, sample shali be
obtained simultaneously with, and at the same traverse points as, the particulate sampie. If the grab
sampiing procedure is used, the O, concentration for the run shall be the arithmetic mean of all the

individual O, sample concentrations at each traverse point.
{40 CFR 60.46(b}{2){if)] -

» if the particulate run has more than 12 traverse points, the O, traverse points may be reduced o 12

provided that Method 1 is used 1o locate the 12 O, traverse points,
[40 CFR 60.46(b){2)(ii)))

Method 9 and the procedures in 40 CFR £0.11 shall be used to determine opacity.
[40 CFR 60.46(b}(3)]

Method 6 shall be used o determine the SO, concentration.
[40 CFR 60.46(b}{4)]

+ The sampling site shall be the same as that selected for the particulate sampie. The sampling location in
the duct shall be at the centroid of the cross section or at a point no closer to the walls than one meter
(3.28 feet). The sampling time and sample volume for each sampie run shail be at least 20 minutes and
0.020 dscm (0.71 dscf). Two samples shall be taken during a one-hour period, with each sampie taken

within a 30-minute interval.
[40 CFR 80 46(b)(4)(i)}

. The emission rate correction factor mtegrated sarmpiing, and analysis procedure of Method 3B shall be
used to determine the O; concentration (%0;). The O, sample shall be taken simultanecusly with, and at
the same point as, the 8O, sample. The SO, emission rate shall be computed for each pair 0f SO, and
O, sampies. The SO; emission rate for each run shall be the arithmetic mean of the results of the two

pairs of samples.
[40 CFR 60.46(b}{4)({i))]

Method 7 shall be used fo determine the NO, concentration.
[40 CFR 60.46(b}{5)]

+ The sampling site and location shall be the same as for the SO, sample. Each run shall consist of four
grab samples, with each sample laken at about 15-minute intervals.
[40 CFR 60.46(b){5)(i)]
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r AIR QUALITY

TIER | OPERATING PERMIT NUMBER: 083-00001

Permittee: The Amalgamated Sugar Company, LLC Date Issued: December 17, 2002

| Location: Twin Falls, Idaho Date Expires: December 17, 2005

2.9

2.10

2.1

i,

+ For each NO, sampie, the emission rate correction factor, grab sampling and analysis procedure of
- Method 3B shail be used to determine the O; concentretion (%0O;). The sample shall be takenr -

simultaneously with, and at the same point as, the NO, sample,
{40 CFR 60.46(b)}{5)(il)]

+ The NO, ernission rate shall be computed for each pair of NO, and O; samples, The NO, emission rat

for each run shall be the arithmetic mean of the results of the four pairs of samples. - Y
[40 CFR 60.45(

HE)H)]
The owner or operator may use the list in 40 CFR 60.46{d) as alternatives to the reference methods and
procedures in 40 CFR 60 or in other 40 CFR sections as specified.

[40 CFR 60.46(d)]

-All requests, reports, applications, submittals, and other communications to the Administrator pursuant o 40

CFR 60 shall be submitted in duplicate to the Region 10 Office of the EPA, 1o the attention of the Director of
the Office of Air Quality, All iInformation required to be submitted to the EPA for applicable New Source

Performance Standards requirernents must also be submitted to the Department.
[40 CFR 60.4{a)]

Any owner or operator subject {6 the provisions of 40 CFR 60 shall furnish the Administrator written
notification or, if acceptable to both the Administrator and the owner or operator of a source, electronic

nolification, as follows:
[40 CFR 60.7{a)]

* A notification of the date construction {or reconstruction as defined under 40 CFR 60.15) of an affected
facllity is commenced, postmarked no later than 30 days after such date. This requirement shall not apply
in the case of mass-produced facilities that are purchased in completed form.

[40 CFR 60.7{a}{1)]

* A notification of the actual date of initial startup of an affected faciiity, postmarked within 15 days after

such date.
[4C CFR 60.7(a)(3)}

+ A notification of any physical or operational change to an existing facility that may increase the emission
rate of any air poliutant to which a standard applies, unless that change is specifically exempted under an
applicable subpart of 40 CFR 60 or in 40 CFR 60.14(e). This notice shall be postmarked 60 days, or as
soon as practicable, before the change is commenced, and shall include information describing the
precise nature of the change, present and proposed emission control systems, productive capacity of the
facility before and after the change, and the expected completion date of the change. The Administrator
may request additional relevant information subsequent to this notice. _

[40 CFR 60.7{a){4)]

+ A notification of the date upon which demonstration of the continuous monitoring system performance
commences in accordance with 40 CFR 60.13(c). Notification shall be postmarked not less than 30 days

prior to such date.
[40 CFR 60.7(a)(5)]
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Permittee: The Amaigamated Sugar Company, LLC Date Issued: December 17, 2002

| Location:  Twin Falls, ldaho Date Expires: December 17, 2005
| The permittee is hereby allowed fo operate the equipment described herein subject to all terms and of the permit.

« A notification of the anlicipated date for conducting the opacity observations required by 40 CRF
80.11{e){1}. The notification shall also include, if appropriate, a request for the Administrator 10 provide
a visible emissions reader during a performance test. The notification shali be postmarked not less than

"30 days prior o such date.
[40 CFR 60.7(a)(6)]

s A notification that continuous opacity monitoring systemn data resuits will be used to determine compliance
with the applicable opacity standard during a performance test required by 40 CFR 60.8 in lieu of Method
8 observation data as allowed by 40 CFR 60.11{e}{5). This notification shall be postmarked not less than

30 days prior to the date of the performance test,
_ [40 CFR 60.7{a)(6)]

212  Anyowner or operator subject to the provisions of 40 CFR 60 shall maintain records of the occurrence and
duration of any startup, shutdown, or malfunction in the operation of an affected facility; any malfunction of the
air poliution control equipment; or any periods during which a continuous monitoring system or monitoring

" 'device is inoperative.
- [40 CFR 60.7(b)}

2.13  Each owner or operator required to install a continuous monitering device shall submit excess emissions and
monitoring systems performance reports and/or summary report forms (see 40 CFR 60.7(d), or Appendix A
of this permit} to the Administrator semiannually, except when more frequent reporting is specifically required
by an applicabie subpan, or the Administrator, on a case-by-case basis, determines that more frequent
reporting is necessiary te pocurately assess the compliance status of the source, All reports shall be
postmarked by the 30th day following the end of each six-month period. Written reports of excess emissions

shall include the following information: :
[40 CFR 60.7{c); Permit No. 13-1480-0001-02, 3/19/81]

« The magnitude of excess emissions computed in accordance with 40 CFR 60.13(h), any conversion
factor(s) used, the date and time of commencement and completion of each time period of excess

emissions, and the process operating fime during the reporting period,
[40 CFR 60.7{c)}{1)]

..« A specific identification-of each period of excess emissions that occurs during startups, shutdowns, and
malfunctions of the affected facility; the nature and cause of any malfunction (if known); and the cormrective

action taken or preventative measures adopted.
[40 CFR 60.7(c)(2)]

« The date and time identifying each period during which the continuous monitoring system was inoperative

{except for zero and span checks) and the nature of the system repairs or adjustments.
[40 CFR 60.7(c)(3)]

« Information concerning times when no excess emissions occurred or the continuous mon#oring

systerm(s) were not inoperative, repaired, or adjusted,
[40 CFR 60.7(c}{4)]

2.14  The summary report form shall contain the information and be in the format shown in 40 CFR 60.7(d), Figure
1 and Appendix A of this permit unless otherwise specified by the Administrator. One summary report form

shall be submitted for each pollutant monitored at each affected facility,
[40 CFR 60,7(d); Permit No, 13-1480-0001-02, 3/19/81]}
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r T AIR QUALITY TIER | OPERATING PERMIT NUMBER: 083-00001

| Permittee: The Amazlgamated Sugar Company, LLC Date issued: December 17, 2002
ocation; Twin Falls, idaho Date Expires: Pecember 17, 2005

he permittee is hereby aliowed to operate the equipment described herein subject to all terms and conditions of the permit.

« if the total duration of excess emissions for the reporting period is less than 1% of the total operating time
for the reporting period and continuous monitoring system {CMS) downtime for the reporting period is less
than 5% of the total operating time for the reporting period, only the surmmary report form shall be
submitted; the excess emission report described in 40 CFR 60.7(C) need not be submitted uniess

requested by the Administrator.
140 CFR 60.7(d)}{1)]

o If the total duration of excess emissions for the reporting period is 1% or greater of the tolal operating
time for the reporting period or the total CMS downtime for the reporting period is 5% or greater of the
total operating time for the reporting period, the summary report form and the excess emission report

described in 40 CFR 60.7(c) shall both be submitted.
{40 CFR 60.7{d}{2)]

< -2.15  Any owner or operator subject to the provisions of 40 CFR 60 shall maintoin a file of all measuremaents,
including continuous monitoring systern, monitoring device, and performance testing measurements; all
continuous monitoring system performance evaluations; all continuous monitoring system or monitoring
device calibration checks; adjustments and maintenance performed on these systems or devices; and all
other information required by 40 CFR 60 recorded in a permanent form suitable for inspection. The file shall
be retained for st least five years following the date of such measurements, maintenance, reports, and

records, except as follows:
[40 CFR 60.7(f)]

s This paragraph applies to owners or operators required 1o install a continuous emissions monitering
system (CEMS) where the CEMS installed is automated, and where the calculated data averages do not
exclude periods of CEMS breakdown or malfunction. An automated CEMS records and reduces the
measured data to the form of the poliutant emission standard through the use of a computerized data
acquisition system. In lieu of maintaining a file of alil CEMS subhourly measurements as required under
40 CFR 60.7{f) and Permit Condition 2,15, the owner or operator shall retain the most recent consecutive
three averaging periods of subhourly measurements and a file that contains a hard copy of the data
acquisition system algorithm used to reduce the measured data into the reportable form of the standard.

_[40 GFR 60.7(f)(1)]

« This paragraph applies to owners or operators required 10 instali a CEMS where the measured data is
manually reduced to obtain the reportable form of the standard, and where the calculated data averages
do not exciude periods of CEMS breakdown or malfunction. in lieu of maintaining a file of all CEMS
subhourly measurements as required under 40 CFR 60.7{f) and Permit Condition 2,15, the owner or
operator shall retain all subhourly measurements for the most recent reporting period. The subhourly
measurements shail be retained for 120 days from the date of the most recent summary or excess
emission report submitied to the Administrator.

[40 CFR 60.7({(2)]

+ The Administrator or delegated authority, upon notification to the source, may require the owner or
operator to maintain all measurements as required by 40 CFR 60.7(f) and Permit Condition 2.15, i the
Administrator or the delegated authority determines these records are required to more accurately assess

the compliance status of the affected source,
40 CFR 60.7(f}{(3)]
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Permittee: The Amalgamated Sugar Company, LLC Date Issued: December 17, 2002

i Location;

Twin Falis, ldaho Date Expires: December 17, 2005

| The permittee is hereby allowed to operate the equipment described herein subject to sil terms and conditions of the permit

2.16

2.7

2.18

2.18

2.20

Within 60 days after achieving the maximum production rate at which the affected facility will be operated, bt
not later than 180 days after initial startup of such facility, and at such other times as may be required by the
Administrator under section 114 of the Clean Air Act, the owner or operator of such facility shall conduct

performance test{(sy andfumish the Adrministrator a wiitten repor’f of the results of such performance test(s).
[40 CFR 60.8(a)}

Performance tests shall be conducted and data reduced in accordance with the test methods and procedures
contained in each applicable subpart uniess the Administrator (1) specifies or approves, in specific cases, the
use of a reference method with minor changes in methodology,; (2) approves the use of an equivalent’
method, (3) approves the use of an alternative method, the resulis of which he has determined {0 be

adequate for indicating whether & specific source is in compliance; {(4) waives the requirement for
performance tests because the owner or operator of a source has demonstrated by other means to the
Administrator's or satisfaction that the affected facility is in compliance with the standard; or (8) approves
shorter sampling times and smaller sample volumes when necessitated by process variables or other factors,
Nothing in this paragraph shall be construed o abrogate the Adm:mstratofs aut?tonty to require testing under

Section 114 of the Clean Air Act. ~ o e
[40 CFR 60.8(b))

e i

Performance tests shall be conducted under such conditions as the Administrator shall specify to the plant
operator based on represeniative performance of the affected facility, The owner or operator shall make
avgilable to the Administrator such records as rmay be necessary to determine the conditions of the

performance tests,

Operations dunng penicds of starntup, shutdown, and malfunction shall not constitute representative conditions
for the purpose of a performance test nor shall emissions in excess of the level of the appiicable emission
limit during periods of startup, shutdown, and malfunction be considered a violation of the applicable emission
fimit unless otherwise specified in the applicable standard.

: [40 CFR 66.8(c)}

The owner or operator of an affected facility shall provide the Administrator at least 30 days prior notice of any
performance test, except as specified under other subparts, to afford the Administrator the opportunity to

have an observer present. if after 30 days notice for an initially scheduled performance test, there is a delay
{due to operational problems, etc.) in conducting the scheduled performance test, the owner or operator of an

~ affected facility shall notify the Administrator (or delegated State or local agency) as soon as possibie of any

delay in the original test date, either by providing at least seven days prior notice of the rescheduled date of
the performance test, or by arranging a rescheduled date with the Adminisirator (or delegated State or jocal

agency) by mutual agreement.
[40 CFR 60.8({d)]

The owner or operator of an affected facility shall provide, or cause {o be provided, performance testing
facilities as follows:

» Sampling ports adequate for test methods applicable to such facility, including (&) constructing the air
pollution control system such that volumetric flow rates and pollutant emission rates can be accurately
determined by applicabie test methods and procedures and (b} providing a stack or duct free of cyclonic
flow during performance tests, as demonsirated by applicable test methods and procedures.
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221

222

2.23

2.24

2.25

2.26

» Safe sampling platform{s).
o Safe access to sampling platform{s).

» Utilities for sampling and testing equipment.
[40 CFR 60.8(e}]

Unless otherwise specified in the appi;cabte subpart of 40 CFR 60, each performance test shall consist of
three separate runs using the applicable test method. Each run shall be conducted for the time and under the
conditions specified in the applicable standard. For the purpose of determining compliance with an applicable
standard, the arithmetic means of results of the three runs shall apply. In the event that a sample is
accidentally lost or conditions occur in which one of the three runs must be discontinued because of forced
shutdown, failure of an ireplaceable portion of the sample train, extrerne meteorological conditions, or other
circumstances beyond the owner or operator's control, compliance may, upon the Admm:strazor’s approval
be determined using the arithmetic mearn of the results of the two other runs. '

_ [40 CFR 60.8{f)]

Compliance with standards in 40 CFR 60, other than opacity standards, shall be determined in sccordance

with performance tests established by 40 CFR 80,8, unless otherwase specified in the applicable standard.
[4C CFR 60.14%(a)}

Compliance with opacity standards in 40 CFR 60 shail be determined by conducting observations in
accortanee with Reterence Method 9 in Appendix A of 40 CFR 60, any altematave method that is approved
by the Administrator, or as provided in 40 CFR 60.11{e}{5).

For purposes of determining initial comptliance, the minimum total time of observations shall be three hours
{30 six-minute averages) for the performance test or other set of observations (meaning those fugitive-type

emission sources subject only to an opacity standard),
{40 CFR 60.11{b)]

The opacity standards set forth in 40 CFR 60 shall apply at all times except during periods of startup,

shutdown, malfunction, and as otherwise provided in the applicable standard, _
' S a ' [40 CFR 60.11{c})]

At all times, including periods of startup, shutdown, and malfunction, owners and operators shall, o the extent
practicable, maintain and operate any affected facility including associated air pollution control equipment in a
manner consistent with good air pollution control practice for minimizing emissions. Determination of whether
acceptable operating and maintenance procedures are being used will be based on information available to
the Administrator. This information may include, but is not limited o, monitoring results, opacity observations,

operating and maintenance procedures, and source inspections.
{40 CFR 60.11{d); Permit No. 13-1480.0001.02, 3/19/81]

i-or the purpose of demonstrating initial compliance, opacity observations shall be conducted concurrently
with the initial performance test required in 40 CFR 60.8 unless one of the foliowing conditions applies:

» I visibility or other conditions prevent the opacity observations from being conducted concurrently with the
intial performance test required under 40 CFR 60.8, the source owner or operator shall reschedule the
opacity observations as soon after the initial performance test as possible, but not later than 30 days
thereafier, and shali advise the Administrator of the rescheduled date. In these cases, the 30-day prior
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notification to the Administrator required in 40 CFR 80.7{a)(6) shall be waived, The rescheduled opacity
observations shall be conducted {io the extent possible) under the same operating conditions that existed
during the initial performance test conducted under 40 CFR 60.8. The visible emissions observer shall

. determine whether visibility or other conditions prevent the opacity observations from being made
concurrently with the initial performance test in accordance with procedures contained in Reference
Method 8 of Appendix B of 46 CFR 60. Opacity readings of portions of plumes which contain condensed,
uncombined water vapor shall not be used for purpeses of determining compliance with opacity
standards. The owner or operator of an affected {acility shail make available, upon request by the
Administrator, such records as may be necessary to determine the conditions under which the visual
observations were made and shall provide evidence indicating proof of current visible observer emission

certification.

+ Except as provided in of 40 CFR 60.11{e)}{(5), the results of continuous monitoring by a transmissometer
which indicate that the opacity at the time visual observations were made was not in excess of the
standard are probative but not conclusive evidence of the actual opacity of an emission, provided that the
source shall meet the burden of provifig that the instiliment used meets (at the time of the alieged
violation) Performance Specification 1 in Appendix B of 40 CFR 60, has been properly maintained, and

that the resulting data have not been altered in any way.
[40 CFR 60.11{e}{1)]

Except as provided in 40 CFR 60.11(e)(3), the owner or operator of an affected facility to which an opacity
standard in 40 CFR 60 applies, shall conduct opacity observations in accordance with paragraph (b} of

40 CFR 60.11, shall record the opacity of emissions, and shall report to the Administrator the opacity resuits
along with the results of the initial performance test required under 40 CFR 60.8. The inability of an owner or
operator to secure a visible emissions observer shall not be considered a reason for not conducting the

opacity observations concurrent with the initial performance test,
[40 CFR 60.11{e}{2)}

The owner or operator of an affected facility to which an opacity standard in 40 CFR 60 applies may request
that the Administrator determine and record the opacity of emissions from the affected facility during the initial
performance test and at such times as may be required. The owner or operator of the affected facility shali
report the opacity results. Any request to the Administrator to determine and to record the opacity of
emissions from an affected facility shall be included in the notification required in 40 CFR 60.7(a}{6). If, for

" some reason, the Administrator cannot determine and record the opacity of emissions from the affected

facility during the performance test, then the provisions of 40 CFR 60.11{e){(1) shall apply.
_ [40 CFR 60.11{e)}{(3)]

An owner or operator of an affected facility using a continuous opacity monitor (transmissometer) shall record
the monitoring data produced during the initial performance test required by 40 CFR 60.8 and shall furnish the

- Administrator a written report of the monitoring results along with Method 8 and 40 CFR 60.8 performance

{est results.,
[40 CFR 60.11{e}(4}]
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An owner or operator of an affected facility subject to an opacity standard may submit, for compliance
purposes, continuous opacity monitoring system {COMS) data results produced during any performance test
required under 40 CFR 60.8 in fieu of Method 9 observation data. if an owner or operator elects to submit
COMS data for compliance with the opacity standard, he shall notify the Administrator of that decision, in
writing, at least 30 days before any performance test required under 40 CFR 60.8 is conducted. Once the
owner or operator of an affected facility has notified the Administrator to that effect, the COMS data results
will be used to determine opacity compliance during subsequent tests required under 40 CFR 60.8 until the
owner or operator notifies the Administrator, in writing, o the contrary, For the purpose of determining
compliance with the opacity standard during a performance test required under 40 CFR 60.8 using COMS
data, the minimum total time of COMS data collection shall be averages of all six-minute continuous periods
within the duration of the mass emission performance test. Results of the COMS opacity determinations shal!
be submified along with the results of the performance test required under 40 CFR 60.8. The owner or
operator of an affected facility using a COMS for compliance purposes is responsible for demonstrating that
the GOMS meets the requirements specified-in 40 CFR 60.13(c), that the COMS has been propery ~
maintained and operated, and that the resulting data have not been altered in any way. if COMS data resuits
are submitted for compliance with the opacity standard for a period of time during which Method ¢ data

indicates noncompliance, the Method ¢ data will be used to determine opacity compliance.
[40 CFR 60.11{e)}{5})

For the purpose of submitting compliance certifications or establishing whether or not a person has violated
or is in violation of any standard in 40 CFR 80, nothing in 40 CFR 60 shall preciude the use, including the
exciusive use, of any credible evidence or information, relevant to whether & source would have been in
compliance with applicable requirements if the appropriate performance or compliance test or procedure had

been performed.
{40 CFR 60.11(g)]

No owner or operator subject 10 the provisions of 40 CFR 60 shall build, erect, install, or use any article,
machine, equipment, or process, the use of which conceals an emission that would otherwise constitute a
viclation of an applicable standard. Such concealment includes, but is not limited to, the use of gaseous
dilutants to achieve compliance with an opacity standard or with a standard that is based on the concentration

of a poliutant in the gases discharged to the atmosphere.
o ' S ' {4C CFR 60.12)

For the purposes of 40 CFR 60.13, all continuous monitoring systems required under applicable subparts of
40 CFR 60.13 shall be subject to the provisions of 40 CFR 60.13 upon promulgation of performance
specifications for continuous monitoring systems under Appendix B of 40 CFR 60 and, # the continuous
monitoring system is used to demonstrate compliance with emission limits on a continuous basis, Appendix F

of 40 CFR 60, unless otherwise specified in an applicable subpart or by the Administrator.
[40 CFR €60.13(a)]

All continuous monitoring systems and monitoring devices shall be installed and operational prior to
conducting performance tests under 40 CFR 60.8. Verification of operational status shall, at a minimum,
include completion of the manufacturer's written requirements or recommendations for installation, operation,

and catibration of the device.
[40 CFR 60.13(b)]
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2.35  If the owner or operator of an affected facility elects to submit COMS data for compliance with the opacity 7

standard as provided under 40 CFR 60.11(e}(5), he shall conduct a performance evaluation of the COMS as
. ..specified in Performance Specification 1, Appendix B, of 40 CFR 60 before the performance test required. ..
under 40 CFR 60.8 is conducted. Otherwise, the owner or operator of an affected facility shall conduct a
performance evaluation of the COMS or CEMS during any performance test required under 40 CFR 60.8 or
within 30 days thereafter in accordance with the applicable performance specification in Appendix B of 40
CFR 60. The owner or operator of an affected facility shall conduct COMS or CEMS performance evaluations

« The owner or operator of an affected facility using a COMS to determine opacity compliance during any
performance test required under 40 CFR 60.8 and as described in 40 CFR 80.11{e}(5) shall furnish the
Administrator two or, upon request, more copies of a written report of the results of the COMS
performance evaluation described in 40 CFR 60.13(c) at least 10 days before the performance test
required under 40 CFR 60.8 is conducted. N ' ——

[40 CFR 60.13(c}{1)]

+ Except as provided in 40 CFR 80.13(c)(1). the owner or operator of an affected facility shall furnish the
Administrator within 60 days of compietion two or, upon request, more copies of a written report of the
results of the performance evaluation.

[40 CFR 60.13{c}{2)]

2368 Owners and operatars of ol CEME installed in accordance with the provisions of 40 CFR 60 shali check the
zero {or low-level value butween O and 20% of span value} and span (50 to 100% of span value) calibration
drifts at least once daily in accordance with a written procedure. The zero and span shall, at 2 minimum, be
adjusted whenever the 24-hour zero drift or 24-hour span drift exceeds two times the limits of the applicable
performance specifications in Appendix B of 40 CFR 60. The system must allow the amount of excess zero
and span drift measured at the 24-hour interval checks 10 be recorded and quantified, whenever specified.
For continucus monitoring systems measuring opacity of emissions, the optical surfaces exposed to the
effiuent gases shall be cleaned prior to performing the zero and span drift adjustments except for systems
using automatic zero adjustments. The optical surfaces shall be cleaned when the cumulative automatic zero

compensation exceeds 4% opacity.
_ ] . [40 CFR 60.13(d)}(1)}

Unless otherwise approved by the Administrator, minimum procedures shali be foliowed for continuous
monitoring systems measuring opacity of emissions. Minimum procedures shall include a method for
producing a simulated zero-opacity condition and an upscale (span) opacily condition using a certified
neutral-density filter or other related technique to produce a known obscuration of the light beam. Such
procedures shall provide a system check of the analyzer internal optical surfaces and ail electronic circuitry

including the lamp and photodetector assembly.
[40 CFR 60.13(d}(2)]

2.37  Exceptfor system breakdowns, repairs, calibration checks, and zero and span adjustments required under
40 CFR 60.13(d), all continuous monitoring systems shall be in continuous operation and shall meet
minimum frequency of operation requirements as follows:

[40 CFR 60.13(e)]
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+ Al continuous monitoring systems referenced by 40 CFR 60.13(c) for measuring qucify_ of ?’_‘?f??“?ﬂﬁ_b o
"~ shall complete & minimum of one cycle of sampling and gnalyzing for each sutcessive ten-second peritd
and one cycle of data recording for each successive six-minute period.
[40 CFR 60.13({e)(1)}

e Al continuous monitoring systems referenced by 40 CF R 60.13(c) for measunng emissions, except

"™ each successive 15-minute period.
[40 CFR 60.13(e)(2)]

238 Al continuous monitoring systems or monitoring devices shall be instalied such that representative
measurements of emissions or process parameters from the affected facility are obtained. Additional
procedures for locating continuous monitoring systems contazned m the applzcah%e ?erformance

- Specifications of Appentix B of 40 CFR 60 ghall be used. P ———
[40 CFR 60.13(f)}

2.38  Owners or operators of all continuous monitoring systems for measurement of opacity shall reduce all data to
six-minute averages, and for continuous monitoring systems other than opacity to one-hour averages for time
periods as defined in 40 CFR 60,2. Six-minute opacity averages shall be calculated from 38 or more data
points equally spaced over each six-minute period. For continuous monitoring systems other than opacity,
one-hour averages shafl be computed from four or more date points equally spaced over each one-hour
penoc. Date recurded dunng penods of continuous system breakdown, repair, calibration checks, and zero
and span adjustments shall not be included in the data averages computed under this paragraph, For owners
and operators complying with the requirements in 40 CFR 80.7(f)(1) or {2), data averages must include any
data recorded during periods of monitor breakdown or malfunction. An arithmetic or integrated average of all

_data may be used. The data may be recorded in reduced or nonreduced form (e.g., ppm, poliutant and
percent Oy, or ng/J of poliutant). Al excess emissions shall be converted into units of the standard using the
applicable conversion procedures specified in subparts of 40 CFR 60. After conversion into units of the
standard, the data may be rounded to the same number of significant digits as used in the applicable
subparts 1o specify the emission limit {e.g., rounded to the nearest 1% opacity).

{40 CFR 60.13(h)]

Permit Limits/Operating Requirements

240 A person shall not discharge to the atmosphere from any fuel-burning equipment in operation prior to
October 1, 1979, or with a maximum rated input of less than 10 MMBtu/hr, PM in excess of 0.100 gridsce

corrected 10 8% of O, concentration,
[IDAPA 58.01.01.677, 5/1/94; Permit No. 13-1480-0001.01, 311 9/81}

2.41  The permittee shall comply with Permit Condition 1.7.
[IDAPA 58.01.01.625, 4/5/00; Permit No. 13-1480-0001-01, 3/19/81]

242 The Foster Wheeler coal-fired boiler shall be fueied exclusively by coal.
[IDAPA 58.01.01.322.01, 3/19/99)
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2.43  The pressure drop across the baghouse shall be kept within the range from 1.0 to 10 inches of water column.

« - Deviations from the allowable operating range of the Fressure drop across the baghouse may not by
themselves be considered deviations from applicable emissions standards (i.e., Permit Conditions 2.1
and 2.41), unless the Department determines that the frequency, duration, or magnitude of the deviations
indicate additional action is required. Failure to take corrective action may be considered a violation of this
permit condition, i appropriate. All deviations shall be reported in accordance wath the Generai Provisions
13.24 and 13.25, and Permit Condition 1.9, if applicable.

[[DAPA 58.01.01,322.01, 31 9!99 iDAPA 58.01.01.322.06, 07, 5194}

Monitoring and Recordkeeping

2.44  The permittee shall install, operate, calibrate, and maintain a monitoring device to continuously measure the
pressure drop across the baghouse. The pressure drop shall be recorded weekly and the records maintained .
in accordance with Permit Condition 1.11. In the event the monitoring device becomes inoperable, it shall be
repaired or rep%aced as s500n as practicable,

[IDAPA 58.01.01.322.06, 07, 5/1/94]
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.3, EMISSIONS UNIT GROUP.2: B&W BOILER (8-B2) -

Summary Description

The foliowing paragraph and Table 3.1 are narrative descnptmns of the B&W boiler regulated in this Tier | permit,
These descriptions are for informational purposes only. B

The B&W boiler has a maximum operational capacity of 250,000 pounds of steam per hour, The B&W boiler can be
fired on natural gas, coal, or a combination of the two fuels, and is used to provide steam for process(es) and

electricity generation,
Table 3.1 Idescribes the devices used to control emissions from the BAW Boiler.

Table 3.1 EMISSIONS UNITS AND EMISSIONS CONTROL DEVICES

!E;:;I:::;g:::‘m Emisstons Unit{s)iProcess{es} Emission Control Device
' p-gaz B&W boiler (S-B2) Baghouse {A - B2)

Table 3.2 contains a summary of requirements that apply generally to the BAW Boller. Specific permit requirements
are lisied beiow Table 3.2,

Yable 3.2 APPLICABLE REQUIREMENTS SUMMARY

By oo | SR [
PM

31| lcombinaton o cosl | 0.100°X+ 0011 Yate% 0z | ol OOl oG Gy | 135055 M1
&':tmi gasony) | 0015 gridsct at 3% Oz IDAPA 58.01.01.677 None required

17 | Visile emissions f;:r%:n‘i?éi‘;ﬁ;%‘z?é’éﬁ?:;@ DAPASBOTOTEZS: | 57 414

34 g;‘g’"““ Pressure | 4 5.10.0 inches of water IDAPA 58.01.01.322.06-07 | 3.8, 1.11
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Permit Limits/Operating Requirements

3.1 A person shall not dié'c‘hafgé to the atmosphere from any fuel-burning equipment in operation prior to
October 1, 1979, or with a maximum rated input of less than 10 MMBtu/hr, PM in excess of the
concentrations shown in Table 3.3. The effluent gas volume shall be corrected to the oxygen concentration

shown. _
Table 3.3 FUEL-BURNING EQUIPMENT GRAIN-LOADING STANDARDS
Allowable Particulate Percent
Fuel Type Emissions Oxygen
Coal, or the combination of coal and natural gas 0.100*X + 0.011*Y’ 8%
Gas only (.015 gridsct 3%

X is the percentage of total heating input derived from the combustion of coak;
Y is the percentage of total heating input derived from the combustion of natural gas

When two or more types of fuel are bumned concurrently, the aliowable emission shalt be determined by

proporiioning the gross heat input and emission standards for each fual,
[IDAPA 58.01.01.677, 678, 5/1/94; Permit No. 13-1480-08601-00, 3/19/81}

32 The permittee shall monitor and record the boiler fuel type whenever the fuel type is changed. The records
shall be maintained in accordance with Permit Condition 1.11. Fuel type in this section means natural gas

only, coal only, or the combination of natural gas and coal.
[IDAPA 58.01.01.322.08, 07, 5/1/94]

33 The B&W Boiler shall be fueled on coal, natural gas, or any combination of coal and natural gas. Permit

Condition 3,7 does not apply when combusting natural gas exclusively.
[DAPA 58.01.01.322.01, 3/19/99]

34 The pressure drop across the baghouse shall be kept within the range from 1,0 to 10.0 inches of water
column. : : o

» Deviations from the allowable operating range of pressure drop across the baghouse may not by
themselves be considered deviations from applicable emissions standard uniess the Department
determines that the frequency, duration, or magnitude of the deviations indicates additional action is

required. All deviations shall be reported in accordance with Permit Condition 1.9,
[IDAPA 58.01.01.322.01, 3/19/99; IDAPA §8.01.01.322.08, 07, 5/1/94]

35 The permittee shall, al all times, maintain and operate the baghouse in accordance with the O&M manual, or .
as efficiently as practicable. Determination of whether acceptable operating and maintenance procedures are
being used will be based on information available to the Department which may include, but is not limited to,
monitoring results, opacity observations, review of operating and maintenance procedures, and inspection of

the source.
[IDAPA 58.01.01,322.01 (state-only), 3/19/99)
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Compliance Testing

3.6

A compliance test shall be conducted within the first 12 months of this permit term to demonstrate
compliance with Permit Condition 3.1, Testing shali be conducted in accordance with IDAPA 58.01.01.157,

Permit Condztzon 1.20, and the foitowmg

« The permittee shall conducta PM com pizance test using the test outlined in 40 CFR 60, Appendix A,
Method 5, or such comparable and equivalent method approved in accordance with IDAPA 58.01.01.167.

Test methods and procedures shail comply with IDAPA 58.01.01.157.

» Prior fo conducting the test, the permitiee shall address the required averaging period in accordance with
IDAPA 58.01.01.679 and the altifude correction in IDAPA 58.01.01.680.

e A visible emissions evaluation shall be performed duﬁhg éach compliance test, The visible emissions
evaluation shall be conducted in accordance with the procedures contained in IDAPA 58.01.01.625,

e The permittee shall monitor and record the heat input rate of the boiler, coal feed rate in tons per hour,
and the pressure drop across the baghouse during each test.

« For the coal used during the source test, the permittee shall record the coal's high heating value and
coal's analysis results, including ash content,

» i the PM measured in the initial compliance test is less than or equal o 75% of the emission standard in
Permit Condition 3.1, no further testing shali be required during the term of this permit. if the PM
measured during the initial compliance test is greater than 75%, but less than or equal to 90% of the
emission standard in Permit Condition 3.1, a second test shall be required in the third year of this permit
term. If the PM measured during the initial compliance test is greater than 80% of the emission standard
in Permit Condition 3.1, the permittee shall conduct a compliance test annually,

+ The permittee shall record and maintain information required under Permit Condition 3.7 in accordance
with Permit Condition 1.11.

(IDAPA 58.01.01.322.01, 3/19/99, IDAPA 58.01.01.322.06, 07, 09, §/1/94; IDAPA-58.01.01.322.08, 4/5/00;
Permit No. 13-1480-0001-02; Permit No. 13-1480.0001.01, Section 1.1, p. 3 of 7, 3/19/81]

Monitoring and Recordkeeping

37

The permittee shall conduct weekly visible emissions observations during daylight hours and under normal
operating conditions while combusting coal or a combination of coal and natural gas. if any leve! of visible
emissions is present, a certified visible emissions reader shall perform a visible emissions reading in
accordance with the procedures contained in IDAPA 58.01.01.625. A minimum of 30 ocbservations shail be
recorded. if visible emissions are not present, the permittee shall observe the emissions point for at least six
minutes to document that there are no visible emissions. The results of each weekly evaluation shall be
recorded, including, but not imited to, the date of observation, time of observation, equipment/emission point
observed, and presence of any visible emissions, and opacity reading if visible emissions were present. The
record shall be maintained in accordance with Permit Condition 1,41,

If opacity is greater than 20% for a period or periods aggregating more than three minutes in any 60-minute

period, the permittee shall take all necessary corrective actions and report the exceedance in its annual
compliance certification and in accordance with IDAPA 58.01.01.130-136.
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During a month that a compliance test required by Permit Condition 3.7 is scheduled, the weekly visibie
emissions evaluation shall be performed during the compliance test. Results of the v:szbie emissions

evaiuat;on shall be submitted with the compliance {est report.
[IDAPA 58.01.01.322.08, 07, 5/1/94; IDAPA 58.01.01. .322.08, 4/5/00]

The permittee shall install, operate, calibrate, and maintain @ monitoring device to continuously measure the
pressure drop across the baghouse. The pressure drop shall be recorded weekly and the records maintained
in accordance with Permit Condition 1.11. In the event the momtonng device becomes moperabie it shai be

repaired or replaced as soon as practicable.
[IDAPA 58.01.01.322.01, 3/19/99; IDAPA 58.01 01 .322.086, 07, 5/1/94]

At least once each year during a planned maintenance outage, or as needed during operation, the baghouse
shail be inspected for physical degradation that could affect the performance of the baghouse, The permitiee

shall make all necessary repairs to the baghouse to ensure efficient operation.
[IDAPA 58.01.01.322.01, 3/19/99]

Operations and Maintenance Manual

3.10

The permittee shall develop an initial O&M manual based on the results and operaling parameters of the first-
year compliance test that demonstrates compliance with this permit. This initial O&M manual shall be
submitted to the Depariment for review and approval no later than six months afier completion of the first-
year compliance test that demonstrates compiiance with this permit, The O&M manual is pant of the terms

and conditions of the permit,

+ After approval of the initial O&M manual, the permittee shall update the control device monitoring
program in the O&M manual after each compliance test. Each updated O&M manual and corresponding
compliance test report shall be submitted to the Department for review and approval. The permittee may
update the O&M manual at any time during the permit term, The updated control device monitoring
program in the O&M manual shall not become effective until approved by the Department, if the
Department deems that the change in the O&M manual qualifies as significant permit modHication as
defined in IDAPA 58.01.01.382, the procedures specified in IDAPA 58.01.01.382 shall be followed fo

make the change.

» The O&M manual shall address the operation, maintenance, and repair of the B&W boiler’s baghouse {o
ensure that it is in good working order and operated as efficiently as practicable. The manual shail, at a
minimum, include a general description of the control device; normal operating conditions and
procedures; startup, shutdown, and maintenance procedures; upset conditions and corrective
procedures; methods of preventing malfunctions; appropriate corrective actions to be taken; provisions
for monthly inspections during reguiar operations; and provisions for annual inspections during planned
maintenance cutages. The permitiee shali keep records of maintenance activities in accordance with

Permit Condition 1.11.

« The O&M manual shall include a control device monitoring program that establishes control device
operating parameters {0 be monitored, their acceptable operating ranges, corrective action leveis,
monitoring equipment and procedures, monitoring frequency, and frequency of recordkeeping. The
monitoring parameters shall include, but are not limited to, parameters required in Permit Condition 3.8,
uniess the Department approves their removal from this permit condition. The control device monitoring
program shali be developed by the permittee based on compliance test results, vendor data, and other

supporing documentation.
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The O&M manual shall be maintained onsite and made avaitable 10 Department representatives upon
request.

Whenever an operating parameter is outside the operating range specified by the control device
monitoring program in the O&M manual, the permittee shall take corrective action as expeditiously as

- practicable to bring the operating parameter back within the operating range. Deviations from the

operating range may not by themselves be considered deviations from applicable emissions standards
unless the Department determines that the frequency, duration, or magnitude of the deviations indicates
that additional action is required. Failure to take corrective action may be considered a violation of this
Permit Condition, if appropriate. All deviations shall be reported in accordance with the Permit Condition
1.8.

[IDAPA 58.01.01.322.01, 3/19/99; IDAPA 58.01.01.322.08, 07, 5/1/94;
Permit No. 13-1480-0001, General Provision H, (1/01/84]
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The permitie¢ is allowed fo operate the equipment described herein subject fo all terms and conditions of the permd.

4, EMISISONS UNIT GROUP 3: KEELER NATURAL GAS-FIRED BOILER (S-B3)

Summary Description

The following paragraph is a narrative description of the Keeler natural gas-fired boiler reguiated in this Tier | permit.
This description is for informational purposes only.

The Keeler natural gas-fired boiler is rated at 80,000 pounds of steam per hour, per the permit application. The steam
generated by this boiler is used for the process. Emissions are uncontrolied.

Table 4.1 contains a summary of the re'quiremems that apply to the natural gas-fired boiler. Specific permit
requirements are listed below Table 4.1.

Table 4.1 APPLICABLE REQUIREMENTS SUMMARY

Permit Lim Appiicable Monitoring and
Co'::;ggm Parameter W Requirement Recordkesping
Standard Summary Reference Requirements
Visible 20% opacity for no more than
1.7 ermissions three minutes in any 60~ DAPA 58.01.01.625 1.8, 4.2, 1.11
- minute period
a4 PM 0.015 gridsct al 3% O, oy 08.01.01.676, 4.2, 1.11
a2 Fuel l Natural gas only | IDAPA 58.01.01.322.01 | 1.11

Permit Limits/Operating Requirements
4.1 The permittee shall not discharge to the atmosphere from any fuel-burning equipment PM in excess of
0.015 gr/dscf of effluent gas corrected o 3% O by volume for gas.
[IDAPA 58.01.01.676, 677, 5/1/94]

4.2 The permittee shali only use natural gas as fuel in the natural gas-fired boiler.
. e e - - [IDAPA 58.01.01.322.01, 3/19/99]
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| The permittee is hereby allowed fo operate the equipment described herein Subject fo all terms and conditions of the permit,

5. EMISSIONS UNIT GROUP 4: PULP DRYER (S-D1) .

Summary Description

The following paragraph and Tabile 5.1 are a narrative description of the pulp dryer regulated in this Tier | permit. This
description is for informational purposes only.

The direct-fired pulp dryer is used o dry pressed beet pulp. The dryer is primarily coal-fired. Exhaust gasses from the
dryer are spiit into two streams. Each stream passes through a cyclone and a spray-impingement-type scrubber in
series. According to TASCO's February 3, 1999 submittal, the dryer has a design capacity of 74.5 tons per hour
process weight input rate. The process weight input rate has the same meaning as defined in IDAPA

58.01.01.006.80.
Table 5.1 describes the devices used to control emissions from the pulp dryer.

Table 5.1 EMISSIONS UNITS AND EMISSIONS CONTROL DEVICES

Emisslons Point
Identification Emissions Unit/Process Emission Control Device
One gyclone and one spray-
P.D1A Do . .
74.5 tor-per-hour process weight | impingement-type scrubber in series
b.D1B input rate puip dryer {S-D1} One cyclone and one spray-
impingement-type scrubber in seties

Table 5.2 contains a summary of requirements that apply generally to the pulp dryer. Specific permit requirements
are listed below Table .2,

Tabie 5.2 APPLICABLE REQUIREMENTS SUMMARY FOR PULP BRYER

Permit Affectod Permit Limit/ Applicable MonHoring and
Conditions Emission Parameter Standard Requiremen Recordkeeaping
5 Unit . -1 e Summary t Reforence Requlrements
. A
- 20% opacity forno | go' "ty o
17 Each Visible more than three p e}mii N6 ' 56.1.11
’ scrubber emissions minutes in any 60- 1 480~000§ p.2 e
minute period of 6_ limit 1.2
IDAPA 52, 64,5758,
5.1 Pulp dryer PM Process weight 58.01.01.703 5.8, 510, 5.12,
e 1.1
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Table 5.3 contains a summary of requirements that apply to each dryer's scrubber. Specific permit requirements are i
listed beiow Table 5.3,

Table 5.3 APPLICABLE REQUIREMENTS SUMMARY FOR SCRUBBERS

Control Maonitoring
Device Qperating Parameter Operating Range and Recording |
Pressure drop - _ .1 3.0 o 6.6 inches of water column
| Waterflow - 100 o 500 gatlons per minute 3
Each Required to be developed within 3.2, 5.8-5.10,
scrubber Water pressure of sprays 12 months of permit isgggnce 512, 1.1
Total concentration of folal dissolved solids and ; s
suspended particulate in the scrubber's ?g gﬁfgﬁ}?e d;;?ﬁggg: c‘:"n
recirculated water pe ;

Permit Limits/Operating Requirements

5.1. No person with equipment used exclusively to dehydrate sugar beet puip shail emit PM to the atmosphere
from any process of process equipment in excess of the amount shown in the following equations, where E is
the total rate of emission from all emission points from the source in pounds per hour and PW is the process

weight rate in pounds per hour:

a. PV s dess than 60,000 ibfhr,
E = 0.02518(PW)*¥
b.  if PW is greater than or equal to 60,000 ib/hr,

E = 23.84(PW)*"" - 40
[IDAPA 58.01.01.703, 4/5/00; Permit No. 1480-0001, p. Z of 6, Limit 1.1, 01/01/84]

5.2  Until the permittee has an O&M manual that is developed in accordance with Permit Condition 5.12, the
permittee shall operate within the operating range for each control device operating parameter specified
below. When the O&M manual becomes effective, the permitice shall aperate each control device within
the operating range specified in the approval O&M manual. Whenever the water flow of each scrubber, or
the pressure drop across each scrubber is below or exceeds the range allowed in Permit Condition 5.2, the
permitiee shall take corrective action as expeditiously as practicable to bring it back to the aliowable range.
If no action can be taken practically, an explanation shall be provided in a report, as required by Permit
Condition 1.9. Deviations from this allowable operating range shall not by themselves be considered
deviations from applicable emissions standards unless the Department determines that the frequency,
duration, or magnitude of the deviations indicates additional action is required. Failure to take corrective
action may be considered a violation of this permit condition, if appropriate, All deviations shall be reported
in accordance with Permit Condition 1.9,
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+ The water flow of each scrubber shall be maintained within the range from 100 to 500 gallons per minute

» The pressure drop across each scrubber shall be maintained within the range from 3 {0 6.6 inches of

water column
{DAPA 58.01.01.322.01, 3/16/98, IDAPA 58.01.01,.322.06, 07, §/1/94; IDAPA 58.01.01.322.08, 4/5/00]

5.3. . The permittee shall, at all imes, maintain and operate each cyclone and each scrubber.in accordance with
the O&M manual, or as efficiently as practicable. Determination of whether acceptable operating and
maintenance procedures are being used will be based on information available to the Department which may
include, but is not limited to, monitoring results, opacity observations, review of operating and maintenance

procedures, and inspection of the source,
[IDAPA 58.01.01.322.01 (state-only), 3/19/99}

Compliance Testing

54 A compliance test shall be conducted within the first 12 months of this permit term to demonstrate
compliance with Permit Condition 5.1, Testing shall be conducted in accordance with IDAPA 58.01.01.157,

Permit Condition 1.20, and the following:

The permitiee shall conduct a PM compliance test using the test outlined in 40 CFR 60, Appendix A,
Method 8, or such comparable and equivalent method approved in accordance with IDAPA 58.01.01.157,
Test methods and procedures shall comply with IDAPA 58.01.01.157.

+ Avisible emissions evaluation shall be performed during each compliance test. The visible emissions
evaluation shall be conducted in accordance with the procedures contained in IDAPA 68.01.01.625.

» Forthe pulp dryer, the process weight input (fons per hour) shall be calculated using the methodology
described in Appendix B of this permit, Pulp Dryer Material Input Rate Calculation, or as otherwise
approved in writing by the Depariment. Parameters and operating data used to caiculate the process
weight input must also be recorded for each compliance test run. These parameters and operating data
include total dried pulp produced (tons per day), dried pulp moisture content {percent by weight), pressed
pulp moisture content (percent by weight), fuel heating value (Btu/ib), fue! input per ton of dried pulp
{therms per ton}, quantity of additives {percent of dry substance per ton of dty pulp), solids content of the
additives, and throughput {o each dryer (percent).

« The permittee shall collect a representative sample of recirculated water from the scrubber during each
compliance test. The total concentration of total dissolved solids and suspended solids of the recirculated
water sample shall be analyzed and recorded and expressed in microgram solids per liter of water,

+ For each scrubber, the permittee shall record the pressure drop across the scrubber, water flow of the
scrubber, and water pressure of sprays,

+ if the PM measured during in the initial compliance test is less than or equal fo 75% of the emission
standards in Permit Condition 5.1, no further testing shall be required during this term of this permit, if
the PM measured during the initial compliance test is greater than 75%, but less than or equal to 90%, of
the emission standard in Permit Condition 5.1, a second test shall be required in the third year of the
permit term. If the PM measured during the initial compliance test is greater than 90% of the emission
standard in Permit Condition 5.1, the permittee shall conduct a compliance test annually.
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| The permittee is hereby allowed to operate the equipment described herein subject to all terms and conditions of the permit. ﬁ

4
« The permittee shall record and maintain information required under Permit Condition 5.4 in accordance
with Permit Condition 1.11. _ - o )
[IDAPA 58.01.01.322.01, 3/49/99; IDAPA 58.01.01.322.06, 07, 5/1/94; IDAPA 58.01.01.322.08, 4/5/00]

5.5 The permittee may conduct additional compliance tests during the permit term to revise the operating
parameters in Permit Condition 5.2, and/or parameters developed under Permit Condition 5.4, so long as the

compliance tests conform to all requirements of this permit.
' [IDAPA 58.01.01.322.01, 3/19/99]

Monitoring and Recordkeeping

£8 The permiitee shall conduct weekly visible emissions observations during daylight hours and under normail
operating conditions. If any level of visible emissions is present, a certified visible emissions reader shall
perform a visible emissions observation in accordance with the procedures contained in IDAPA 58.01.01.625. .
A minimum of 30 such observations shall be recorded. If visible emissions are not present, the permitiee
shall observe the emissions point for &t least six minutes to document that there are no visible emissions.
The resuits of each weekly evaluation shall be recorded, including, but not limited to, the date of observation,
time of observation, equipment/emission point observed, and presence of any visible emissions, and opacity
reading if there were visible emissions. The record shall be maintained in accordance with Permit Condition

1.11.

i opacit, i« Greader nen J00% tor g period or periods aggregating more than three minugtes in any 60-minute
peripd the permitiee shall take all necessary corrective actions and report the exceedance in its annual
compliance certification and in accordance with IDAPA 58.01.01.130-1386.

During a month that a compliance test required by Section 5.4 is scheduled, the weekly visibie emissions
evaluation shall be performed during the compliance test. Results of the visible emissions evaiuation shall be

submitted with the compliance test report,
[IDAPA 58.01.01.322.06, 07, 5/1/94; IDAPA 58.01.01.322.08, 4/5/00]

57 The permittee shall record the process weight input rate for each dryer monthly. it shall be calculated in

e o @GOOMEANCE With the Pulp Dryer Throughput Caleulation Spreadsheet in Appendix B of this permit, or as

otherwise approved in writing by the Department.
[IDAPA 58.01.01.322.06, 07, 5/1/94, IDAPA 58.01.01.322.08, 4/5/00; Permit No. 1480-0001, 01/01/84]

5.8 The permittee shall install, operate, calibrate, and maintain monitoring devices to continuously measure the
scrubber water flow rate and pressure drop across the scrubber. The flow rate and pressure drop shall be
recorded weekly and the records maintained in accordance with Permit Condition 1.11. In the event the
monitoring device(s) becomes inoperable, it/they shall be repaired or replaced as soon as practicable.

HDAPA 58.01.01.322.01, 3/19/99, IDAPA 58.01.01.322.06, 07, 5/1/94}

59  The permittee shall coliect a representative sample of recirculated water from the scrubber monthiy from
September to December, and biweekly from January to the end of each campaign. The concentration of
suspended particulate and total dissolved solids in the recirculated water sample shall be analyzed and

recorded. The resuit shall be expressed in microgram solids per liter of water.
[IDAPA §8.01.01.322.01, 3/19/99; IDAPA 58,01.01.322.06, 07, 5/1/94)
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The permittee is hereby elfowed to operate the equipment described herein subject fo all terms and conditions of the

510

5.11

All the records shall be recorded and maintained in accordance with Permit Condition 1.11. The permitee
shall record the starting and ending dates of each campaign.
[IDAPA 58.01.01.322.06, 07, 5/1/94)

At least once each year during 8 planned maintenance outage, or as needed during operation, each cyclone
and scrubber shall be inspected for physical degradation that could affect the performance of the control
device. The permittee shall make all necessary repairs to cycione(s) and scrubber(s} fo ensure efficient

operation.
[IDAPA 58.01.01.322.01, 03/19/99]

Operations and Maintenance Manual

5.12

The permittee shall develop an initial O&M manual based on the results and operating parameters of the

first-year compliance test that demonstrates compliance with this permit. This initial O&M manual shall be
submitted to the Department for review and approval no later than six months after compietion of the first-
year compliance test that demonstrates compliance with this permit. The O&M manual is part of the terms

and conditions of the permit.

s After approval of the initial O&M manual, the permittee shall update the control device monitoring
program in the O&4M manual after each subsequent compliance test. Each updated O&M manual and
corresponding compliance lest report shall be submitted to the Department for review and approval. The
pernutiee may updete the O&M manual at any time during the permit term. The updated control device
monitoring program in the C&M manual shall not become effective until approved by the Department. i
the Department deems that the change in the O&M manual qualifies as significant permit modification as
‘defined in IDAPA 58.01.01.382, the procedures specified in IDAPA 5§8.01.01.382 shall be followed to

make the change.

s The O&M manual shall address the operation, maintenance, and repair of the dryer's cyclone and wet
scrubber to ensure that they are in good working order and operated as efficiently as practicable. The
manual shall, at a minimum, include a general description of the control devices; normal operating

_ conditions and procedures; startup, shutdown, and maintenance procedures; upset conditions and
corrective procedures; methods of preventing maifunctions: appropriate corrective actions to be taken;
provisions for monthly inspections during regular operations; and provisions for annual inspections during
planned maintenance outages. The permittee shall keep records of maintenance activities in accordance

with Permit Condition 1.41,

* The O&M manual shall include a control device monitoring program that establishes control device
operating parameters to be monitored, their acceptable operating ranges, corrective action levels,
monitoring equipment and procedures, monitoring frequency, and frequency of recordkeeping. The
monitoring parameters shall include, but are not limited to, parameters required in Permit Conditions 5.8
and 5.8, unless the Department approves their removal from this permit condition. The control device-
monitoring program shall be developed by the permittee based on compliance test results, vendor data,

and other supporting documentation.

+ The O&M manual shall be maintained onsite and made available to Department representatives upon
request.
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» Whenever an operating parameter is outside the operating range specified by the control device
monitoring program in the O&M manual, the permitiee shall take corrective action as expeditiously as
_practicabile to bring the operating parameter back within the operating range. Deviations from the

operating range may not by themselves be considered deviations from applicable emissions standards
unless the Depariment determines that the frequency, duration, or magnitude of the deviations indicates
that additional action is required. Failure o take corrective action may be considered a violation of this
Permit Condition, if appropriate. All deviations shall be reported in accordance with the Permit Condition
1.9,

[IDAPA 58.01.01.322.01, 3/19/89; IDAPA 58.01.01.322.06, 07, 5M1/94;

Permit No. 13.-1480-0001, General Provision H, 01/01/84}
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The permittee is hereby allowed to operate the equipment described herein subject to ail terms and conditions of the permil.

6. EMISSIONS UNIT GROUP 5: PELLET COOLING (S-D2 & $-D3)

Summary Description

The following paragraph and Table 8.1 are a narrative description of the two peliet coolers regutated in this Tier |
permlt These descriptions are for mfonnatmnai purposes onfy S - T

Emissions from the pellet coolers consist of PM and PM,,. Emissions from the two pellet coolers are controlled by
one cycione.

Table 6.1 describes the devices used to control emissions from the pellet coolers.

Table 6.1 EMISSIONS UNITS AND EMISSIONS CONTROL DEVICES

Emiésions Point
identification

Emissions Unit{s)/Process{es) Emission Control Device

8.3 tons-per-hour Peliet cooler No. 1 {5-D2)

p-D2/3 One cycione A - D2/3

8.3 tons-perhour Pellet cooler No. 2 (8-D3)

Table £.2 conlains a summary of requirements that apply generaily to pellet coolers. Specific permit requirements are
iisted below Tabie 6.2.

Table 6.2 APPLICABLE REQUIREMENTS SUMMARY

Hocted Applicabla Monltoring and
Co'::;g:m Eim?ssion Unit Parameter Sta::::;té:‘:'gary Requirement Recordkeeping
Reforence Requlraments
. . 20% opacity for no more
1.7 Ea;:;: emission :e!:z;:ieions than three minutes in any ;%A‘;:Am 625 :?1 62,63,
po 50-minute period R )
Pellet cooler
6.1 Nos.1 and 2 PM Process weight - oot 700 | 8263 111
combined it

Permit Limits/Operating Requirements

6.1 No person shall emit to the atmosphere from any process or process equipment operating prior to October 1,
1479, PM in excess of the amount shown by the following equations, where E is the alfowable emission from
the entire source in pounds per hour, and PW is the process weight in pounds per hour:

a. H PW is less than 17,000 b/hr,
E = 0.045(PW)%90

b. ¥ PW is equal to or greater than 17,000 b/hr,

E = 1.12(PW)*%
[IDAPA 58.01.01.702, 4/5/00)
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l The permittee is hereby allowed to operate the equipment described herein subje

6.2 The permitiee shall, at all times, maintain and operate the cyclone in accordance with the O&M manual, or as
efficiently as practicable. Determination of whether acceptable operating and maintenance procedures are
being used will be based on information available to the Department which may include, but is not limited to,
monitoring results, opacity observations, review of operating and maintenance procedures, and inspection of

the source.
[IDAPA 58.01.01.322.01 (state-only), 3/19/99)

Operations and Maintenance Manual \
6.3 The permittee shall develop an O&M manual within one year of permit issuance. The O&M manual is part of
the terms and conditions of the permit

+« The permitiee shall update the control device monitoring program in the O&M manual as necessary. The
permittee may update the O&M manual at any time during the permit term,

+ The O&M manual shall address the Operation, maintenance, and repair of peliet coolers’ cycione to
ensure that it is in good working order and operated as efficiently as practicable. The manual shall, at a
minimum, include a general description of the control device; normal operating conditions and
procedures, stanup, shutdown, and maintenance procedures; upset conditions and corrective
procedures; methods of preventing malfunctions; appropriate corrective actions to be taken; provisions
for monthly inspections during regular operations; and provisions for annual inspections during planned
mamtenance outages, The permittee shall keep records of maintenance activities in accordance with

Fermst Conditon 1,11,

« The O&M manual shall include a control device monitoring program that establishes control device
operating parameters {0 be monitored, their acceptable operating ranges, corrective action levels,
monitoring equipment and procedures, monitoring frequency, and frequency of recordkeeping. The
control device monitoring program shall be developed by the permitiee based on compliance test results,
vendor data, and other supporting documentation.

+ The O&M manual shall be maintained onsite and made available to Department representatives upon
request,

+« Whenever an operating parameter is outside the operating range specified by the control device
monitoring program in the O&M manual, the permittee shall take corrective action as expeditiously as
practicable fo bring the operating parameter back within the operating range. Deviations from the
operating range may not by themselves be considered deviations from applicable emissions standards
unless the Department determines that the frequency, duration, or magnitude of the deviations indicates
that additional action is required. Failure to take corrective action may be considered a violation of this
Permit Condition, if appropriate. All deviations shall be reported in accordance with Permit Condition 1.9,

[IDAPA 58.01.01.322.01, 3/19/99, IDAPA 58,01.01.322.06, 07, 5/1/94]
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